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Revision / Issue
Customer DWG No.:

Permanent Bollard

8/05/2013

A3 - N/A

ZDWG0720

N/A

Z&Y
Group
Limited8/05/2013 The 1st version

X.L.ZHAI

mm

1.Material: Mild Steel
2. Surface finished to meet requirment. 11/01/2013 To update drawing layout.
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5.00 wall thickness 
5mm壁厚

Cap is not assembled.

50.00
Red Reflector
50mm�色反光膜

Label
��

Dimension of cap is for reference and will be 
amend when produce in order to fit bollard.
盖子尺寸�供参考,
��生�中�配合路柱的需要可能需要�整尺寸.
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Dugite Permanent Bollard Range 

FEATURES
• Powder coated White
• Hot dip galvanised
• Option to be concrete filled
• Red reflector strip at top of bollard
• Other reflective stickering available on request
• Installation service available
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"Our business is to protect your business"

Model 
A B D Weight

mm mmmm mm kg

900 600 140 5 23D140IG1500

C 

Dugite Permanent In-Ground Bollards help prevent impact to buildings and assets from accidental 
damage or Ram Raids. This bollard is hot dipped galvanised for rust prevention and have an option to be 
powder coated with a red reflective band so it can be easily visible. Designed to be strong and durable. 
These bollards are normally embedded up to 600mm below the ground and can be concrete filled for 
maximum protection.

DESCRIPTION

TO ORDER:
 D140IG1500W




