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Sales    sales@imageextra.com.au

Dugite Bronze Retractable Bollard

FEATURES
• Powder coated White
• Strong and durable
• Flush fitting handle
• Ram raid quality retractable bollard
• Two keys supplied per bollard, Oval cylinder
• Self locks when lifted to full height
• Installation Service Avaliable

TO ORDER:
DBR650
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Dugite Bronze Retractable Bollard

200mm

TOP PLATE

RETRACTABLE
HANDLE

HEAVY DUTY RIVETS

HEAVY DUTY LOCK

RETRACTABLE BOLLARD
650mm or 900mm High

5.6mm
WALL

CONCRETE

GALVANIZED IN 
GROUND CASING

COMPACTED FILL

AGGREGATE
(BLUE METAL)

350mm DIAMETER

Dugite Premium Retractable Bollard

Specifications
Description: Heavy Duty Protection

bollard against ram raids &
illegal entry

Material: 90mm Sq with 5.6mm wall
galvanized steel, stainless
steel top with retractable
handle

Finish: Acid etched metal coat
primed and powder coated
white gloss. Ground sleeve is
hot dip galvanized

Height: DB650 x 650mm High 
DB900 x 900mm High

Weight: DB650 - 22kg

DB900 - 28kg

Lock: Standard camlock with two
keys. Optional high Security
lockwood oval cylinder.

Installation: Excavation and concrete
footing.

TO ORDER
DB650 - 650mm High Bollard

DB900 - 900mm High Bollard

DBKEY - Bronze Key

OLOCK- Oval Cylinder lock

Specifications
Description: User friendly, heavy duty semi

auto bollards protects against
ram raids and illegal access.

Material: 90mm Sq with 5.6mm wall
galvanized steel. Hot dip 
galvanized casing.

Finish: Acid etched metal coat primed
and powder coated white gloss
with red reflectors. Ground
sleeve is hot dip galvanized

Height: PR650 x 650mm above ground
PR900 x 900mm above ground

Weight: DP650 - 52kg
DP900 - 65kg

Lock: Two keys provided for bollard
lock plus 1 release key.

Installation: Excavation with concrete
footing.

TO ORDER
DP650 - Premium 650mm High Bollard

DP900 - Premium 900mm High Bollard

PKey - Premium release Key

Key - Premium Standard Lock Key

Value Features:
• No lifting required
• Raises automatically once released
• Locks down, locks up
• Ram raid quality bollard
• Deters ram raiders
• Lowers with the pressure of your fingers
• Quality locking system
• 650mm + 900mm high
• Flush fitting to avoid tripping
• Insurance company recommended
• Aust patent 2004100095
• Worksafe recommended
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Features:
• Ram raid quality retractable bollard
• 90mm Sq x 5.6mm Wall for added strength
• Two keys supplied per bollard
• Flush fitting or raised to clients needs
• Recommended by insurance companies
• Self locks when lifted to full height
• Superior to Camlock removable bollards

90
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SECURITY SCREWS

"Our business is to protect your business"

Height: 650mm 
Diameter: 90mm 
Wall thickness: 5.6mm 
Weight: 23kg
Lift Weight: 16kg 
Shape: Square

The Dugite bronze retractable bollard is manufactured from 90mm x 90mm steel tube with a 5.6mm 
wall thickness, galvanised and powder coated white. Retractable bollards are the ideal solution to 
control vehicle access at any entry point including roller doors, gates, perimeter doors and 
laneways. The bollard can be easily lowered to allow access when required. This bollard is key 
operated to lower and self-locks when raised.

DESCRIPTION

SPECS

TO ORDER:
DBR650W




