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Permanent Bollard

8/05/2013

A3 - N/A

ZDWG0720

N/A

Z&Y
Group
Limited8/05/2013 The 1st version

X.L.ZHAI

mm

1.Material: Mild Steel
2. Surface finished to meet requirment. 11/01/2013 To update drawing layout.
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5.00 wall thickness 
5mm壁厚

Cap is not assembled.
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Dimension of cap is for reference and will be 
amend when produce in order to fit bollard.
盖子尺寸�供参考,
��生�中�配合路柱的需要可能需要�整尺寸.
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Dugite Flexible Bollard 114mm x 1300mm Surface Mount

DESCRIPTION

FEATURES

SPECS

TO ORDER: 
DF114SM1300SY 

The Dugite Flexible Bollard is manufactured from galvanised steel. These 
bollards stand 1300mm high and are 114mm wide. They have a spring in 
the bottom of the bollard allowing the bollard to tip over when hit and 
spring back after impact. The bollards are powder coated Safety yellow. 

• Ideal for car parks & warehouses
• Surface Mount
• Reduces damage to floors caused when

rigid bollards are pulled from their
mountings

• Installation Service Avaliable
• Powder coated safety yellow

Height: 1300mm 
Diameter: 114mm 
Wall Thickness: 5mm 
Weight: 17kg 
Shape: Round
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