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Drawn: Date:

Date
Unit: Scale :

DWG No.:

Revision / Issue
Customer DWG No.:

Permanent Bollard

8/05/2013

A3 - N/A

ZDWG0720

N/A

Z&Y
Group
Limited8/05/2013 The 1st version

X.L.ZHAI

mm

1.Material: Mild Steel
2. Surface finished to meet requirment. 11/01/2013 To update drawing layout.
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5.00 wall thickness 
5mm壁厚

Cap is not assembled.
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Dimension of cap is for reference and will be 
amend when produce in order to fit bollard.
盖子尺寸�供参考,
��生�中�配合路柱的需要可能需要�整尺寸.
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Dugite Rubber Wheel Stop Acrod Blue

DESCRIPTION
Dugite rubber wheel stops are used to control parking and help protect both vehicles, pedestrians, and 
property. Strong, sturdy and made from recycled materials, this wheel stop is Acrod Blue - a colour that 
is a clear indicator that the bay is a shared zone or a disabled park. This wheel stop complies with 
AS2890:1

FEATURES
• Strong molded construction
• Installation service available
• Fixings for wheel stops are sold

separately
• Complies with AS2890.1.2004.
• Blue in colour to identify clearly a

shared zone/disabled bay

Concrete:
150mm Coach Bolt, washer and 14mm plugs
Bitumen:
• 300mm Bitumen Steel Spikes
• 150mm Coach Bolt, washer and 14mm plug

INSTALLATION

TO ORDER: 
DRWSB
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SPECS
Height: 95mm
Length: 1650mm
Width: 155mm
Weight: 15kg
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