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Date
Unit: Scale :

DWG No.:

Revision / Issue
Customer DWG No.:

Permanent Bollard

8/05/2013

A3 - N/A

ZDWG0720

N/A

Z&Y
Group
Limited8/05/2013 The 1st version

X.L.ZHAI

mm

1.Material: Mild Steel
2. Surface finished to meet requirment. 11/01/2013 To update drawing layout.
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5.00 wall thickness 
5mm壁厚

Cap is not assembled.

50.00
Red Reflector
50mm�色反光膜

Label
��

Dimension of cap is for reference and will be 
amend when produce in order to fit bollard.
盖子尺寸�供参考,
��生�中�配合路柱的需要可能需要�整尺寸.
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Traffic Cone Rubber Base 450mm & 750mm

FEATURES

"Our business is to protect your business"

Highly visible orange traffic cone with rubber base and reflective collar. At 450mm or 700mm tall this cone creates 
a highly visible traffic delineation. The reflective tape added extra visibility in low light situations. Commonly used 
during road works to temporarily redirect traffic in a safe manner, traffic cones can prompt motorist to merge 
lanes or avoid temporary hazards.

TO ORDER: 
TC009

SPECS
Height: 450mm 
Weight: 7kg 

• Hi-Viz orange with standard reflective collars
• Easily connects to cone barrier arm
• Suitable for indoor and outdoor use
• U.V Stabilized to minimize fading
• 7KG Rubber base for extra stability

DESCRIPTION




